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Product

Melamine

Metal

CGM180  -  M1  A------------------

----------

M1

A

Desktop

•	 25 mm MFC (melamine) with 2 mm 
ABS edges.

Metal junction

•	 Metal tube – 35x2 mm;
•	 Side fixing plates – 86 mm;
•	 Powder coated metal.

Legs and stability junction

•	 25 mm MFC (melamine) with 2 mm 
ABS edges;

•	 Plastic feet with height levelling 
(+10 mm).

LIGHT NOVA JAZZ

Desktop

•	 25 mm MFC (melamine) with 2 mm ABS 
edges.

Frame

•	 Metal tube - 35x35 mm;
•	 With welded metal plates for bolt fixing;
•	 Powder coated metal, colour matches the 

legs.

Legs

•	 Welded metal tubes - 40x40 mm;
•	 Powder coated metal;
•	 Plastic feet with height levelling  

(+10 mm).

Desktop

•	 25 mm MFC (melamine) with 2 mm 
ABS edges;

•	 White colour;
•	 8 mm gap between frame and desktop.

Frame

•	 Metal tube – 35x35 mm;
•	 Powder coated metal, colour matches 

the legs.

Legs

•	 Metal tube – 70x20 mm;
•	 Powder coated metal;
•	 Levelling feet covers made of black 

lacquered MDF (+10 mm).

MATERIALS

Melamine:  
 P T D1 U M1 N 
 
 
Metal:  
 E M T1 A

GUARANTEE

•	 5 year

ORDERING EAMPLE

Code structure

Information updated July 2016

L   1600;1800 
W  700 
H  1050

L   1600; 1800 
W  700 
H  1050

L   1800 
W  700 
H  1030


